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T
he fixture is designed to dim

 w
ith a standard

T
riac forw

ard phase dim
m
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m
ing levels
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m
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D
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IM
P

O
R

T
A

N
T

: T
urn off the pow

er at the m
ain fuse or circuit breaker box before starting installation

L
ocate all hardw

are &
 com

ponents before discarding packaging

C
leaning &

 C
are:

P
age 2 of (2)

C
lean w

ith soft cloth and a m
ild detergent.

D
o not use abrasive cleaner.
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P
lease consult your electrician for hanging fixture and w

iring.
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Step 2:

Install B
ody (B

) to M
ounting B

racket (A
) and

tighten screw
s on the sides of the canopy to secure.

Step 3: U
se push pins to adjust w

ires to desired m
ounting

height. W
ire fixture to w

ires in outlet box. See dual
plastic w

ire instructions for m
ore details. Install

G
reen w

ire to G
round Screw

.

Step 1:
R

em
ove m

ounting bracket from
 fixture and install

to electrical box M
ark w

here screw
s at ends of

bracket m
eet the ceiling. R

em
ove m

ounting
bracket from

 ceiling. D
rill holes using 3/16”±

 drill
bit w

here m
arked.  Install m

ounting bracket to
outlet box and attach anchors to secure bracket at
ends.


